B Wicrometric Tangent Bar & Angle Gauge Block Set

ORDER NO.AB-166 CODE N0O.2006-020
WEIGHT: 1kg

\\ Micrometric Tangent Bar & Angle Gauge Block Set
P @ Made of Hardened Steel, Precision Ground.

@ Accuracy +.001” Per Inch.

:Interlocking Slots.
Size of Angle Blocks: .35"x3"
A Complete set for Angular set-ups. No Other Gauges
Required.

© Simplicity in application.
Angular set-ups with this are a zip. Just dial your angle direct
in degrees and minutes. Add one or two angle block gauges
for angles over 5° and Secure assembly by dropping 1/8”
dowel or square key into slot provided.

® Complete with fitted case.

® Hardness : HRC 50°

B_YSolid Angle Plates

ORDER NO.AB-167 CODE NO.2006-030
WEIGHT:0.3kg

Solid Angle Plates

© Precision ground angles for convenient set-ups in
tooling, production and inspection.

@ Four holes on top of it for easy mounting.

®1/4" Thick, packed in cardboard box.

® Set of 3"x3"x4-3/8", 45°x45°x90°x1pc

2"x3-15/32"x4”", 30°x60°x90°x1pc
®Hardness : HRC 50°

B_YPrecision Angle Blocks

ORDER NO:AB-113(13PCS/SET) CODE NO:2006-040

BASE PLATE
WEIGHT:7 1 kgS 5°,10°,15°,20°,25°,30°,40°,45°
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© ANGLE TOLERANCE:0.02MM L
® CAN BE ASSEMBLED TOP PLATE WITH
BASE PLATE FOR 6°-9°,16°-19°,26°-29°, 36°-39°,46°- 49°
® HARDEN TREATMENT UP TO HRC 55°

® MADE BY THE MATERIAL OF SK2
©® CAN BE COOPERATE TWO SET FOR USE.

EXAMPLE FOR USE
PLATE ANGLE DEGREE
TOP PLATE 1°,2°,3°4°
BASE PLATE  |5°,10°,15%,20°,25°,30°,35",40°,45°
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